
V-11 Vertical Machining Center
EQUIPMENT DETAILS



1. General introduction of machine tools

V-11 line rail vertical machining center is a kind of processing equipment with excellent

performance, wide range of processing technology, high precision and high production efficiency,

which is designed and manufactured by our company by adopting modern advanced mechanical,

electrical, hydraulic and other new technologies. The machine tool adopts the world's advanced

numerical control system Japan Fanuc, which can realize any three-axis linkage.

This product has a wide range of applications and strong processing capabilities; it is mainly

suitable for aerospace, shipbuilding, power generation, military industry, heavy machinery,

locomotives, machine tools, textile machinery, printing machinery, mold manufacturing and other

industries. The machine tool has the functions of drilling, boring, milling, expanding, reaming,

tapping, linear interpolation, circular interpolation, helical interpolation, and three-coordinate

linkage. Mainly performs CNC machining on various medium and small molds and precision parts. It

has the characteristics of high precision, high speed, high flexibility, and environmental protection.

Its performance index and precision index fully comply with the national standard. After modular

design, the products can be serialized and customized according to market demand. Its good

performance-price ratio is the best choice for domestic and foreign customers.

The design of the machine tool conforms to the ISO international standard, and the

measurement units of all parts and various instruments adopt the International System of Units (SI)

standard.

2. The overall layout of the

machine tool

This machine tool is a line rail

vertical machining center with C-type

machine structure designed by

absorbing foreign advanced technology.

The main structure is composed of five

castings: base, saddle, worktable,

column, and spindle box. The saddle

moves back and forth on the line rail of

the base. The workbench moves left

and right on the saddle rail, and the

spindle box moves up and down on the

column rail. The workbench is

rectangular and has no indexing and



rotary function. It is suitable for processing discs, sleeves, and plate parts, and one can be installed

on the workbench. A rotary table that rotates along a horizontal axis for machining helical parts. The

whole machine has high rigidity, good stability, high dynamic and static characteristics, and high

positioning accuracy of the machine tool. The three linear motion coordinate axes of the machine

tool are:

Workbench moves left and right (X axis)

Saddle moves back and forth (Y axis)

Headstock moves up and down (Z axis)

3. The main technical parameters of the machine tool

Name
Project Unit Specification

Workbench

Size (L X W) mm 1200 ×600
T-Slot

(Size x QTY x Spacing)
mm 18 x 5 x 100

Weight capacity Kg 800

Travel

X axis mm 1100

Y axis mm 600

Z axis mm 600

Fast speed X /Y/Z axis m/min 36/36/36

Feed rate X/Y /Z axis mm/min 1～10000

Spindle

Spindle taper hole/speed BT40 12000 rpm

Direct drive
Nose end to table distance mm 130-730

Distance from spindle center to Z-
axis shield

mm 625

Precision
(GB/T 20957.4-

2007)

Positioning precision (X/Y/Z) mm 0.008/0.006/0.006

Repeat positioning precision
(X/Y/Z)

mm 0.005/0.004/0.004

Tool
magazine

Magazine capacity 30T

Maximum Tool Outer Diameter mm 80
(adjacent empty tool 150)

Tool length mm 300

Tool weight kg 8

Other
Total capacity of machine power

supply
KVA 25



Barometric pressure bar ≥ 6
Machine Tool Dimensions

( L * W * H )
mm 2900*2680*3050

Machine color Catalog standard color

Shield Fully shield

Technical data are subject to change without prior notice; Jirfine Intelligent Equipment Co., Ltd.
reserves the right of final interpretation.
4. Standard accessories

No. Specification Quantity
1 Spindle blowing system 1 set
2 Tool Cooling System 1 set
3 Full face shield 1 set
4 Automatic lubrication system 1 set
5 Working lamp 1 set
6 Adjust pads and bolts 10pcs
7 Dust bin 1 set
8 Water tank 1 set
9 Toolbox 1 set

5. Machine tool CNC system configuration
This model has FANUC CNC system configuration, the specific configuration is as follows

NO. Project Manufacturer Specification

1 System JapanMitsubishi M80

2 Spindle motor JapanMitsubishi DG11

3 Three axis motor JapanMitsubishi HG303S*2+HG303BS

Spindle Motor Characteristic Curve



6. Main components of machine tools

NO. Name Origin Specification

1 Spindle Jirfine, China Direct drive BT40

2 Three-axis ball screw Taiwan PMI/Japan THK X/Y/Z:40mm Pitch 12mm

3 Three-axis linear guide
Taiwan PMI / Germany
Rexroth / Japan THK X:35 Y/Z: 45

4 Ball screw bearings Japan NACHI/Germany FAG 30TAC62BSU
5 Coupling China Reddy Axis diameter X/Y /Z : Ø 2 8 - Ø 35
6 Tool system Taiwan Chensound W1000

7
The electromagnetic

valve
Japanese SMC VX, SY series

8 Cutting cooling motor China Ruijia 480W

9 AC contactor
France Schneider / Japan

Mitsubishi
Schneider: LC1-D series / Mitsubishi:

MMP-T32LF series

10 Breaker
France Schneider / Japan

Mitsubishi
Schneider: GV2-ME / Mitsubishi:

MMP-T32LF
11 Relay Japan Omron MY2N
12 Tool magazine Jirfine, China BT40-30T
13 Air filter SMC,Japan AW、AMF series

If the above accessories are out of stock, the manufacturer guarantees to use brand specifications of
the same price and grade, and Jirifne Intelligent Equipment Co., Ltd. reserves the right of final
interpretation.
7. The main structural characteristics of the machine tool

7.1. Machine tool spindle

When the direct drive is used, it is directly connected to the spindle through the coupling , and

there is no noise and vibration of the belt main shaft; when the belt drive is used, the main drive

uses the main shaft AC servo motor as the power source, and the synchronous A toothed belt

transmits the power to the spindle.

7.2. Feed transmission of each axis

X-axis drive——The servo motor drives the ball screw through the precision coupling to drive

the table to move left and right on the saddle to realize the X-axis feed movement, and pre-stretch

the screw to improve the stiffness of the screw pair.

Y-axis drive——The servo motor drives the ball screw through the precision coupling to drive

the saddle to move back and forth on the base to realize the Y-axis feed movement, And pre-stretch

the screw to improve the stiffness of the screw pair.

Z-axis drive——The servo motor drives the ball screw through the precision coupling to drive



the spindle box to move up and down on the column to realize the Z-axis feed movement, and pre-

stretch the screw to improve the stiffness of the screw pair.

7.3. Basic parts

The base, table, column, saddle and spindle box of the machine tool are all made of high-

quality inoculated iron castings, and have been subjected to multiple aging treatments. The overall

structure design of the machine tool adopts FEM finite element analysis and optimization

technology in order to obtain higher rigidity. The large castings of this machine tool adopt a firm and

closed box-shaped structure, the reinforcing ribs are reasonably arranged, and multi-point support

is adopted; the interior of the fixing base adopts the "M" type reinforcing rib design, the column

adopts a large "herringbone" structure design, and the internal ribs The bar adopts a cross-shaped

"well" structure design, which has sufficient bending and torsional strength and high rigidity of the

basic parts, and can meet the requirements of heavy-duty cutting.

7.4. Machine tool guide rail

X-axis guide rail pair - using two heavy-duty linear guide rails with four sliders, small friction

coefficient, high workbench sensitivity, small high-speed vibration, no crawling at low speed, high

positioning accuracy, excellent servo drive performance; at the same time, large load-bearing

capacity, cutting Good anti-vibration performance can improve the performance characteristics of

machine tools, improve the accuracy and precision stability of machine tools and the service life of

machine tools.

Y-axis guide rail pair - using two heavy-duty linear guide rails and four sliders, it has sufficient

bending stiffness and torsional stiffness.

Z-axis guide rail pair - using two heavy-duty linear guide rails and four slide blocks to ensure

smooth cutting during processing.

7.5. Lubrication system

Both the ball screw pair and the three-axis linear guideway adopt the automatic lubrication

method, and there is a lubrication system that automatically controls the oil output. After the

lubricating oil is divided, the screw and guide rail pair are lubricated regularly and quantitatively.

Oil circuit of the machine tool is laid with a high-pressure resistant hose , which prolongs the

life of the oil pipe and is not easy to burst, so that the machine tool can get more stable oil circuit

protection.

7.6. Cooling system of the machine tool

The chip cooling system of the machine tool adopts an external cooling method, and its coolant

is an emulsified non-corrosive liquid.

7.7. Machine tool protection device

The bed guideway ( XY axis) of the machine tool is protected by an anti-rust metal telescopic



cover ; the column guideway (Z axis) is protected by an armored cover.

The sheet metal of the overall cover adopts a fully enclosed protective design to reduce the

impact of oil mist on the environment of the customer's processing workshop during processing.

7.8. Perfect protection measures

NO. Features

1 Machine tool spindle over-temperature and pressure-loss protection

2 Spindle Drive Fault Protection

3 Spindle system overload protection

4 Spindle automatic tool unloading and spindle start interlock protection

5 Soft limit protection

6 Overtravel limit protection

7 Feed drive failure protection

8 Feed system overload protection
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